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iSENSOR
FLOOR STANDING

STANDARD EQUIPMENT iSENSOR S iSENSOR M iSENSOR L
CODE FSSB22E2 FSSB2LE2 FSSB2UE2 FSSB42E2  FSSB4LE2 FSSB4UE2 FSMB42E2 FSMB4LE2 FSMB4UE2 FSMB62E2 FSMB6LE2 FSMB6UE2 FSLB62E2 FSLB6LE2 FSLB6UE2 FSMB12E2 FSLB1LE2 FSLB1UE2 

External measurements 

Chamber dimensions 

Weight

Lid Dome Dome Dome

Opening system Automatic Automatic Automatic

Busch vacuum pump 3

Power 0,75

Voltage 

Sealing bar length 

Sealing bar position

Sensor technology

Automatic mode

iVac. 

for each food

iSeal. 

for each cycle

SCS (Self Calibration System). 

MCV (Multi Cycle Vacuum). Repetition of consecutive vacuum cycles

Vacuum Standby. 

ExtraVacuum

Soft Air. 

AutoClean Oil. 

Double 2 x 4 mm sealing

Vacuum programs

LCD screen

OPTIONAL EQUIPMENTOPTIONAL EQUIPMENT

Vacuum bags for conservation Vacuum cooking bags

Units Measurements (mm) Thickness

90 microns TTVAA002

90 microns TTVAA004

Units Measurements (mm) Thickness

93 microns TTVAA003

93 microns TTVAA005

iSENSOR FLOOR STANDING ACCESSORIES

Food-grade polyethylene sheet

For model Measurements (mm)

S TVAA0030

M TVAA0031

TVAA0032

Vacuum pump oil

Vacuum pump Description

3 TVAR0002

3 TVAR0051

iSENSOR FLOOR STANDING ACCESSORIES

Inert gas connection Inert gas connection 

Restaurants Hotels Supermarkets Gastrobars
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